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• �To release the lock and 
engage the spring, use 
an awl, punch or small tip 
screwdriver to pull down 
the screw hole, so its center 
aligns with the indicator line 
on the Cord Tensioner.

• �Mark this location on  
the wall.

• �Pre-Drill the holes for screws 
and anchors. For applications 
requiring anchors, use a 7/32" 
frill bit. For applications not 
requiring anchors, use a 3/32" 
drill bit and drill 1 1/4"  deep.  
If using anchors, tap them 
into the holes.

• �Use a Phillips screwdriver 
and one of the longer screws 
provided to attach the Cord 
Tensioner directly to the wall.

• �Attach the bracket to the mounting bracket to the  
Cord Tensioner. The screw hole in the Cord Tensioner  
fits into the nub on the bracket.

• �Attach the bracket to the mounting bracket to the  
Cord Tensioner. The screw hole in the Cord Tensioner  
fits into the nub on the bracket.

• �Break off the bracket needed.

• �Release the lock and engage the sprint by pulling the 
bracket downward sot the center of the screw hole  
aligns with the indicator line on the Cord Tensioner.  
Mark the mounting bracket screw locations.
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NOTE: Hold the mounting bracket firmly in place and check 
that the cord can move freely through the Cord Tensioner. 
If it cannot, the cord is too tight and the mounting bracket 
should move up. If the cord locks within the Cord Tensioner, 
the cord is too loose and the mounting bracket should be 
moved down.

• �Pre-Drill the holes for screws and anchors. For applications 
requiring anchors, use a 7/32" frill bit. For applications not 
requiring anchors, use a 3/32"  drill bit and drill 1 1/4" deep.  
If using anchors, tap them into the holes.

• �Detach the Cord Tensioner from the mounting bracket  
by removing the small screw. Using a Phillips screwdriver  
and the two longer screws provided to mount the brackets 
to the wall.

Ensure the cord can move freely through the Cord Tensioner 
without engaging the lock. The center of the screw hole 
should be at least half way down the slot, aligned with  
the indicator line on the Cord Tensioner.

CAUTION: Do not put the screw hole all the way to the 
bottom of the slot as this may cause the cord to become  
too tight and increase cord wear.

MOUNTING

Final inspection

Option A - Inside mount without a bracket

Option B
Inside Mount with Bracket
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Option C
Outside Mount

Option C

Option C

Option C



|  Roman Shades with Continuous Cord Loop5

OPTIONAL ACCESSORIES

Extension Brackets are used to project the shade up to 3” 
from the mounting surface. Extension brackets are available 
at an additional charge and are ideal if your shade must clear 
an obstruction such as a sliding glass door handle or window 
crank. Extension brackets require a flat vertical mounting 
surface of at least  7/8".

• �Attach each mounting bracket to an extension bracket  
by using the nuts provided. 

• �Mount the extension bracket to the wall per the instructions 
for an “Outside Mount”, using a level and making certain 
that all mounting brackets are level and project the same 
distance from the mounting surface.  
For maximum stability, install the screws diagonally  
from one another.

• �Install the shade per the directions for “Shade Installation”.

extension brackets

To assemble and mount

Hold down brackets are used primarily on shades mounted to 
doors or in motor homes. There are two small holes in the end 
caps that are covered by a thin plastic layer. Use the pin on 
the hold down bracket to push through the center of the end 
cap and it will break through the plastic layer.

• �With the shade lowered to it’s full length, place the pin of  
each hold down bracket into the hole in each end of the 
bottom rail

•.�Mark the mounting surface, either to the side or back of the 
window frame, through the holes in the hold down bracket. 
Make sure the hold down brackets are level and aligned with 
each other.

• �Raise the shade and screw the hold down brackets into the 
mounting surface using the screws provided.

• �Lower the shade and flex  
the hold down bracket 
outward so that the pin  
can be inserted into the  
hole in the end cap.

hold down brackets

Spacers are available for use on windows with a projected 
molding. They are 3/8" thick and allow the shade to be 
mounted flush with the outside edge of any standard window 
molding. They are available by contacting our Customer Care 
Department at 800-800-3329.

SPACERS

Spacer
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Young children can strangle in in cord and bead chain loops. 
They can also wrap cords around their necks and STRANGLE.

•	Always keep cords and bead chains out of children’s reach.

•	� Move cribs, playpens, and other furniture away from  
cords and bead chains. Children can climb furniture to 
get to cords.

•	� Attach tension device to wall or floor. This can prevent  
children from pulling cords and bead chains around  
their necks.

         WARNING


